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393.61 Window construction.
393.62 Window obstructions.
393.63 Windows, markings.

Subpart E—Fuel Systems

393.65 All fuel systems.
393.67 Liquid fuel tanks.
393.69 Liquefied petroleum gas systems.

Subpart F—Coupling Devices and Towing
Methods

393.70 Coupling devices and towing methods,
except for driveaway-towaway oper-
ations.

393.71 Coupling devices and towing methods,
driveaway-towaway operations.

Subpart G—Miscellaneous Parts and
Accessories

393.75 Tires.
393.76 Sleeper berths.
393.77 Heaters.
393.78 Windshield wipers.
393.79 Defrosting device.
393.80 Rear-vision mirrors.
393.81 Horn.
393.82 Speedometer.
393.83 Exhaust system.
393.84 Floors.
393.85 [Reserved]
393.86 Rear end protection.
393.87 Flags on projecting loads.
393.88 Television receivers.
393.89 Buses, driveshaft protection.
393.90 Buses, standee line or bar.
393.91 Buses, aisle seats prohibited.
393.92 Buses, marking emergency doors.
393.93 Seats, seat belt assemblies, and seat

belt assembly anchorages.
393.94 Vehicle interior noise levels.

Subpart H—Emergency Equipment

393.95 Emergency equipment on all power
units.

Subpart I—Protection Against Shifting or
Falling Cargo

393.100 General rules for protection against
shifting or falling cargo.

393.102 Securement systems.
393.104 Blocking and bracing.
393.106 Front-end structure.

Subpart J—Frames, Cab and Body Com-
ponents, Wheels, Steering, and Sus-
pension Systems

393.201 Frames.
393.203 Cab and body components.
393.205 Wheels.
393.207 Suspension systems.
393.209 Steering wheel systems.

AUTHORITY: Sec. 1041(b) of Pub. L. 102–240,
105 Stat. 1914, 1993 (1991); 49 U.S.C. 31136 and
31502; 49 CFR 1.48.

SOURCE: 33 FR 19735, Dec. 25, 1968, unless
otherwise noted.

Subpart A—General

SOURCE: 53 FR 49384, Dec. 7, 1988, unless
otherwise noted.

§ 393.1 Scope of the rules of this part.
Every employer and employee shall

comply and be conversant with the re-
quirements and specifications of this
part. No employer shall operate a com-
mercial motor vehicle, or cause or per-
mit it to be operated, unless it is
equipped in accordance with the re-
quirements and specifications of this
part.

[54 FR 48617, Nov. 24, 1989]

§ 393.3 Additional equipment and ac-
cessories.

Nothing contained in this subchapter
shall be construed to prohibit the use
of additional equipment and acces-
sories, not inconsistent with or prohib-
ited by this subchapter, provided such
equipment and accessories do not de-
crease the safety of operation of the
motor vehicles on which they are used.

§ 393.5 Definitions.
As used in this part, the following

words and terms are construed to
mean:

Agricultural commodity trailer. A trail-
er that is designed to transport bulk
agricultural commodities in off-road
harvesting sites and to a processing
plant or storage location, as evidenced
by skeletal construction that accom-
modates harvest containers, a maxi-
mum length of 28 feet, and an arrange-
ment of air control lines and reservoirs
that minimizes damage in field oper-
ations.

Brake. An energy conversion mecha-
nism used to stop, or hold a vehicle
stationary.

Brake tubing/hose. Metallic brake tub-
ing, nonmetallic brake tubing and
brake hose are conduits or lines used in
a brake system to transmit or contain
the medium (fluid or vacuum) used to
apply the motor vehicle’s brakes.
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Bus. A vehicle designed to carry more
than 15 passengers, including the driv-
er.

Chassis. The load-supporting frame in
a truck or trailer, exclusive of any ap-
purtenances which might be added to
accommodate cargo.

Clearance lamp. A lamp used on the
front and the rear of a motor vehicle to
indicate its overall width and height.

Container chassis. A semitrailer of
skeleton construction limited to a bot-
tom frame, one or more axles, specially
built and fitted with locking devices
for the transport of cargo containers,
so that when the chassis and container
are assembled, the units serve the same
function as an over the road trailer.

Converter dolly. A motor vehicle con-
sisting of a chassis equipped with one
or more axles, a fifth wheel and/or
equivalent mechanism, and drawbar,
the attachment of which converts a
semitrailer to a full trailer.

Curb weight. The weight of a motor
vehicle with standard equipment, max-
imum capacity of fuel, oil, and coolant;
and, if so equipped, air conditioning
and additional weight of optional en-
gine. Curb weight does not include the
driver.

Emergency brake system. A mechanism
designed to stop a vehicle after a single
failure occurs in the service brake sys-
tem of a part designed to contain com-
pressed air or brake fluid or vacuum
(except failure of a common valve,
manifold brake fluid housing or brake
chamber housing).

Fifth wheel. A device mounted on a
truck tractor or similar towing vehicle
(e.g., converter dolly) which interfaces
with and couples to the upper coupler
assembly of a semitrailer.

Fuel tank fitting. Any removable de-
vice affixed to an opening in the fuel
tank with the exception of the filler
cap.

Grommet. A device that serves as a
support and protection to that which
passes through it.

Hazard warning signal. Lamps that
flash simultaneously to the front and
rear, on both the right and left sides of
a commercial motor vehicle, to indi-
cate to an approaching driver the pres-
ence of a vehicular hazard.

Head lamps. Lamps used to provide
general illumination ahead of a motor
vehicle.

Heater. Any device or assembly of de-
vices or appliances used to heat the in-
terior of any motor vehicle. This in-
cludes a catalytic heater which must
meet the requirements of § 177.834(1) of
this title when flammable liquid or gas
is transported.

Heavy hauler trailer. A trailer with
one or more of the following character-
istics:

(1) Its brake lines are designed to
adapt to separation or extension of the
vehicle frame; or

(2) Its body consists only of a plat-
form whose primary cargo-carrying
surface is not more than 40 inches
above the ground in an unloaded condi-
tion, except that it may include sides
that are designed to be easily remov-
able and a permanent ‘‘front-end struc-
ture’’ as that term is used in Section
393.106 of this title.

Identification lamps. Lamps used to
identify certain types of commercial
motor vehicles.

Lamp. A device used to produce arti-
ficial light.

License plate lamp. A lamp used to il-
luminate the license plate on the rear
of a motor vehicle.

Parking brake system. A brake system
used to hold a vehicle stationary.

Play. Any free movement of compo-
nents.

Pulpwood trailer. A trailer that is de-
signed exclusively for harvesting logs
or pulpwood and constructed with a
skeletal frame with no means for at-
tachment of a solid bed, body, or con-
tainer, and with an arrangement of air
control lines and reservoirs designed to
minimize damage in off-road oper-
ations.

Rear extremity. The rearmost point on
a vehicle when the vehicle’s cargo
doors, tailgate or other permanent
structure are positioned as they nor-
mally are when the vehicle is being
driven. Non-structural protrusions
such as tail lights, hinges, and latches
are deleted from the determination of
the rearmost point.

Reflective material. A material con-
forming to Federal Specification L–S–
300, ‘‘Sheeting and Tape, Reflective;
Non-exposed Lens, Adhesive Backing,’’
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(September 7, 1965) meeting the per-
formance standard in either Table 1 or
Table 1A of SAE Standard J594f, ‘‘Re-
flex Reflectors’’ (January, 1977).

Reflex reflector. A device which is used
on a vehicle to give an indication to an
approaching driver by reflected lighted
from the lamps on the approaching ve-
hicle.

Saddle-mount. A device, designed and
constructed as to be readily demount-
able, used in driveaway-towaway oper-
ations to perform the functions of a
conventional fifth wheel:

(1) Upper-half. Upper-half of a ‘‘sad-
dle-mount’’ means that part of the de-
vice which is securely attached to the
towed vehicle and maintains a fixed po-
sition relative thereto, but does not in-
clude the ‘‘king-pin;’’

(2) Lower-half. Lower-half of a ‘‘sad-
dle-mount’’ means that part of the de-
vice which is securely attached to the
towing vehicle and maintains a fixed
position relative thereto but does not
include the ‘‘king-pin;’’ and

(3) King-pin. King-pin means that de-
vice which is used to connect the
‘‘upper-half’’ to the ‘‘lower-half’’ in
such manner as to permit relative
movement in a horizontal plane be-
tween the towed and towing vehicles.

Service brake system. A primary brake
system used for slowing and stopping a
vehicle.

Side extremities. The outermost point
on the sides of the vehicle. Non-
structural protrusions such as tail
lights, hinges, and latches are excluded
from the determination of the outer-
most point.

Side marker lamp (Intermediate). A
lamp shown to the side of a trailer to
indicate the approximate middle of a
trailer 30 feet or more in length.

Side marker lamps. Lamps used on
each side of a trailer to indicate its
overall length.

Steering wheel lash. The condition in
which the steering wheel may be
turned through some part of a revolu-
tion without associated movement of
the front wheels.

Stop lamps. Lamps shown to the rear
of a motor vehicle to indicate that the
service brake system is engaged.

Tail lamps. Lamps used to designate
the rear of a motor vehicle.

Turn signals. Lamps used to indicate
a change in direction by emitting a
flashing light on the side of a motor ve-
hicle towards which a turn will be
made.

Upper coupler assembly. A structure
consisting of an upper coupler plate,
king-pin and supporting framework
which interfaces with and couples to a
fifth wheel.

Upper coupler plate. A plate structure
through which the king-pin neck and
collar extend. The bottom surface of
the plate contacts the fifth wheel when
coupled.

§ 393.7 Matter incorporated by ref-
erence.

(a) Incorporation by reference. Part 393
includes references to certain matter
or materials. The text of the materials
is not included in the regulations con-
tained in part 393. The materials are
hereby made a part of the regulations
in part 393. The Director of the Federal
Register has approved the materials in-
corporated by reference in accordance
with 5 U.S.C. 552(a) and 1 CFR part 51.
For materials subject to change, only
the specific version approved by the Di-
rector of the Federal Register and spec-
ified in the regulation are incor-
porated. Material is incorporated as it
exists on the date of the approval and
a notice of any change in these mate-
rials will be published in the FEDERAL
REGISTER.

(b) Availability. The materials incor-
porated by reference are available as
follows:

(1) Standards of the Underwriters
Laboratories, Inc. Information and cop-
ies may be obtained by writing to: Un-
derwriters Laboratories, Inc., 333
Pfingsten Road, Northbrook, Illinois
60062.

(2) Specifications of the American
Society for Testing and Materials. In-
formation and copies may be obtained
by writing to: American Society for
Testing and Materials, 1916 Race
Street, Philadelphia, Pennsylvania
19103.

(3) Specifications of the National As-
sociation of Chain Manufacturers. In-
formation and copies may be obtained
by writing to: National Association of
Chain Manufacturers, P.O. Box 3143,
York, Pennsylvania 17402–0143.
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